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Part Number Length
mm

Inside 
Diameter

mm
Rate

N/mm

Block 
Height

mm
Travel

mm

Load 
at Block 

N
Weight

kg
B1000 122 36 175 75 48 8,340 0.68

B1100 122 36 193 76 46 8,878 0.70

B1200 121 36 210 77 44 9,146 0.74

B1300 120 36 228 72 48 11,017 0.69

B1400 121 36 245 74 47 11,578 0.72

B1500 120 36 263 75 44 11,631 0.76

B1600 120 36 280 78 42 11,686 0.81

B1700 119 36 298 75 44 13,217 0.78

B1800 119 36 315 76 43 13,482 0.81

B1900 119 36 333 79 39 13,121 0.87

B2000 119 36 350 76 44 15,252 0.83

B2100 118 36 368 78 40 14,610 0.88

B2200 118 36 385 81 37 14,207 0.94

B2300 118 36 403 79 39 15,656 0.91

B2400 118 36 420 82 37 15,352 0.96

B2500 117 36 438 79 38 16,775 0.93

B2600 118 36 456 82 36 16,494 0.99

B2700 117 36 473 79 38 17,878 0.96

B2800 118 36 491 82 36 17,641 1.02

B2900 117 36 508 81 36 18,299 1.00

B3000 117 36 526 84 33 17,552 1.06

B3200 117 36 561 80 37 20,993 1.01

B3300 117 36 578 83 35 20,001 1.07

B3500 117 36 613 84 33 20,293 1.11

B3700 117 36 648 81 36 23,268 1.07

B3800 116 36 666 84 32 21,306 1.14

B3900 116 36 683 83 33 22,841 1.12

B4000 117 36 701 86 32 22,106 1.19

B4100 116 36 718 84 32 22,970 1.16

B4200 116 36 736 83 33 24,598 1.14

B4300 116 36 753 86 31 22,999 1.21

B4600 116 36 805 87 29 23,435 1.26
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